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Compalarm GW GSM/GPRS modules  -  available antennas 
IM1013-U v1.0 - 2014 

 
 

Compalarm GW/x GSM module 

Available ANTENNAS 

 
 
 

DISK 

GSM / UMTS MULTI BAND ANTENNA 

 

TECHNICAL DATA 

Frequency range 850 / 900 / 1800 / 1900 MHz   UMTS 

Impedence 50 ohm 

Max power 20 W 

Emission Omnidirectional 

Gain > 2 dBi 

VSWR < 2.0 

Material ABS 

Colour Black 

Weight 50 gr. approx 

Dimension Diameter 55 mm 

Temperature -30 ÷ 80 °C 

Connector FME female jack / SMA 

Cable RG174 – 2500 mm 

  

 
 
 

STRIP 

GSM / UMTS MULTI BAND ANTENNA 

 

TECHNICAL DATA 

Frequency range 900 / 1800  MHz  

Impedence 50 ohm 

Max power 20 W 

Emission Omnidirectional 

Gain > 2 dBi 

VSWR < 2.0 

Material ABS 

Colour Black 

Weight 50 gr. approx 

Dimension 97 X 25 mm 

Temperature -30 ÷ 80 °C 

Connector FME female jack / SMA 

Cable RG174 – 2500 mm 
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MAGNETIC 

GSM / UMTS MULTI BAND ANTENNA 

 

TECHNICAL DATA 

Frequency range 850 / 900 / 1800 / 1900 MHz   UMTS 

Impedence 50 ohm 

Max power 20 W 

Emission Omnidirectional 

Gain > 2 dBi 

VSWR < 1.6 @ 824 ÷960 MHz 
< 1.5 @ 1710 ÷1890 MHz 
< 2.0 @ 1900 ÷2170 MHz 

Material Nylon 6 

Colour Black 

Weight 65 gr. approx 

Dimension Diameter 29mm x 90 mm 

Temperature -40 ÷ 80 °C 

Connector FME female jack / SMA 

Cable RG174 – 2500 mm 

  

 
 
 
 

ROOF 

GSM / UMTS DUAL BAND ANTENNA 

 

TECHNICAL DATA 

Frequency range 900 / 1800  MHz  

Impedence 50 ohm 

Max power 20 W 

Emission Omnidirectional 

Gain > 2 dBi 

VSWR < 2.0 @ 880 ÷960 MHz 
< 2.4 @ 1710 ÷1880 MHz 

Material Hytrel 

Colour Black 

Weight 40 gr. approx 

Dimension Diameter 58 mm 

Temperature -30 ÷ 80 °C 

Connector FME female plug / SMA 

Cable It need adapter 
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FINGER 

GSM / UMTS MULTI BAND ANTENNA 

 

TECHNICAL DATA 

Frequency range 850 / 900 / 1800 / 1900 MHz   UMTS 

Impedence 50 ohm 

Max power 20 W 

Emission Omnidirectional 

Gain > 12 dBi 

VSWR < 2.0 @ 824 ÷960 MHz 
< 1.5 @ 1710 ÷1990 MHz 

Material RW24 WM470 

Colour Black 

Weight 370 gr. approx 

Dimension Diameter 16 x 380 mm 

Temperature -30 ÷ 80 °C 

Connector FME female jack / SMA 

Cable RG174 – 3000 mm 

  

 
 
 
 
 

MiniFINGER 

GSM / UMTS MULTI BAND ANTENNA 

 

TECHNICAL DATA 

Frequency range 850 / 900 / 1800 / 1900 MHz   UMTS 

Impedence 50 ohm 

Max power 20 W 

Emission Omnidirectional 

Gain > 12 dBi 

VSWR < 2.0 @ 824 ÷960 MHz 
< 1.5 @ 1710 ÷1990 MHz 

Material RW24 WM470 

Colour Black 

Weight 370 gr. approx 

Dimension Diameter 16 x 240 mm 

Temperature -30 ÷ 80 °C 

Connector FME female jack / SMA 

Cable RG174 – 3000 mm 
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PLATE 

GSM / UMTS DUAL BAND ANTENNA 

 

TECHNICAL DATA 

Frequency range 850 / 900 / 1800 / 1900 MHz   UMTS 

Impedence 50 ohm 

Max power 20 W 

Emission Directive 

Gain > 12 dBi 

VSWR < 1.5 @ 900 MHz 
< 2.0 @ 1800 MHz 

Material Aluminuim + Polystyrene 

Colour Gray 

Weight 450 gr. approx 

Dimension 230 x 1170 x 70 mm 

Temperature -30 ÷ 80 °C 

Connector FME female jack / SMA 

Cable It need adapter 

  

 
 

STUB 

GSM / UMTS MULTI BAND ANTENNA 

 

TECHNICAL DATA 

Frequency range 850 / 900 / 1800 / 1900 MHz   UMTS 

Impedence 50 ohm 

Max power 20 W 

Emission Omnidirectional 

Gain > 2,2 dBi 

VSWR < 2.0 

Material ABS 

Colour Black 

Weight 50 gr. approx 

Dimension 10 X 54 mm 

Temperature --40 ÷ 85 °C 

Connector SMA 

Cable Mounting directly on SMA connector 

  

 
 

Other accessories : 

 

Connector adapters: 
 

 SMA/M x FME/M 
 

 SMA/F x FME/F 
 

 FME/M x FME/M 
 

 Extension cable SMA/F x SMA/M 
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For more information please to see Compalarm G+ user manuals or contact our technical dept. 
 
Specification are subject to change without notice. 
 


